
Connector
Bulkhead Adapter

IP-16 HYBRID
MPO SERIES

DATA SHEET

• IP68 rated hardened connector body
• MPO-base connector (12/24-fiber)
• 2x 12-14 AWG conductors
• Bayonet lock with patented Safe Lock Ring
• UV resistance for outdoor applications
• 100lbs superior pull force
• Easy and quick termination 
• 4.5-11 mm OD cable compatible
• 

• Telecoms
• Broadcast
• Commercial
• Medical
• Maritime
• Military
• Oil and Gas
• Transport
• Renewable Energy

FEATURES APPLICATIONS

KEY BENEFITS

The IP-ONE (Optical ‘N’ Electrical) series is designed to simplify the deployment of fiber and power connectivity by 

combining them into a single connector. This innovative solution offers a streamlined cabling process that saves time and 

money while ensuring reliability and performance. 

The SENKO IP-16 Hybrid MPO connector series features a pair of 12-14 AWG conductors and one MPO-base connector, 

allowing for the transmission of both optical signal and electrical power in a single cable. The IP-16 MPO connector is housed 

in a robust plastic casing with an IP68 rating, ensuring its durability and resistance to harsh environmental conditions.

Hybrid (fiber + power) in one body
IP68 robust housing
100 lbs pull force

Bulkhead Aapter IP-16 Hybrid
MPO Connector
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HARSH ENVIRONMENT SERIES DATA SHEETConnector, bulkhead adapter
IP-16 HYBRID MPO SERIES

Mechanical Data

Value

Proof 100 lbf or 450 N for 120 seconds

Durability 50 matings

Fiber Count Multi-fiber (12/24 fiber)

Cable Suitability 4.5 - 11.0 mm round

Mechanical Data

Value

IP Rating* IP68

Operating Temperature (C) -40°C to +75°C

UV Resistance Yes

RoHS Compliance 2015/863 RoHS

REACH Compliance Yes

Environmental Data

* The IP rating was validated using a SENKO sourced cable and termination procedure. It is recommended to retest IP rating for any other cable types.

Current Rating

Maximum DC 600V / 30A1, 2

Conductor Size 12-14AWG x 2 (1 pair)

Electrical Data

1 - Current rating at 25C ambient temperature. For higher temperature ratings, please follow Local and National Electrical Codes and requirements.
2 - IP-16 Hybrid Connector Series is designed to meet the latest Electrical and Safety requirements.

Optical Data

Singlemode Multimode

APC MM

Low Loss Standard Low Loss Standard

Typical Insertion Loss (dB)* 12-fiber 0.10 0.20 0.08 0.15

Max. Insertion Loss (dB)* 12-fiber 0.25 0.70 0.25 0.50

Typical Return Loss (dB)* 24-fiber 0.15 0.25 0.15 0.20

Max. Insertion Loss (dB)* 24-fiber 0.35 1.00 0.35 0.50

Typical Return Loss (dB)* ≥60 ≥25

* Based on master grade jumper to low loss random mating test 
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HARSH ENVIRONMENT SERIES DATA SHEETConnector
IP-16 HYBRID MPO SERIES

THIS PRODUCT MAY BE PROTECTED BY ONE OR MORE PATENTS. FOR FURTHER INFORMATION, PLEASE VISIT SENKO.COM/PATENTS

Connector Drawing 4.5 - 7.2 mm Type

Connector Drawing 7.5 - 11 mm Type

Front View

Front View

Side View

Side View

Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice

Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice
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NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.
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B

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0162, INITIAL RELEASE 3/2/2016 J. GNIADEK

5E B PCN CHANGE TO SPRING AND CRIMP RING 5/3/2018

CONNECTOR 
CODE

- FERRULE & CONTACT CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK 
RING

- (OPTIONAL)

IP1-MPO -

LMLL-S-F1 FEMALE 12 FIBER MM LOW 
LOSS, SOCKETS (FEMALE)

- X PG9 - 00
WITH 

SAFE-LOCK 
RING

- D WITH DUST CAP

LMM-S-F1 FEMALE 12 FIBER MM 
STANDARD, SOCKETS (FEMALE)

LSLL-S-F1 FEMALE 12 FIBER SM LOW 
LOSS, SOCKETS (FEMALE)

LSM-S-F1 FEMALE 12 FIBER SM 
STANDARD, SOCKETS (FEMALE)

LSM-S-F2 FEMALE 24 FIBER SM 
STANDARD, SOCKETS (FEMALE)

FERRULE CODE FERRULE TYPE FERRULE INFO
LMLL-S-F1 FEMALE 12 FIBER MM LOW LOSS EN10-325 (MT-01-ML12)
LMM-S-F1 FEMALE 12 FIBER MM STANDARD ENJ12-008 (MT-01-MS12)
LSLL-S-F1 FEMALE 12 FIBER SM LOW LOSS ENJ12-007 (MT-01-SL12)
LSM-S-F1 FEMALE 12 FIBER SM STANDARD ENJ12-006 (MT-01-SS12)
LSM-S-F2 FEMALE 24 FIBER SM STANDARD ENH15-109 (MT-01-SS24)

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 IP-LHOU-CLK IP+ CONNECTOR HOUSING, WITH SAFE-LOCK RING (PG9),  SEE BOM, (DWG# EN14-210) 1
2 702H-002 MPO CONNECTOR MAIN BODY, PEI. (SEE DWG# ENJ10-041) 1
3 MT-01-XX12-2 MT FERRULE WITH FERRULE BOOT,  (SEE MT FERRULE TABLE) 1
4 702-FKR-01 MPO CONNECTOR FEMALE PIN KEEPER, PC (SEE DWG# ENH15-401) 1

5 703-SPR-10N-03 MPO CONNECTOR 10N SPRING. SUS (SEE DWG# ENH16-152) 1

6 702-RB01-04 MPO 3mm ROUND CABLE BACKPOST, PEI (SEE DWG# ENJ12-146) 1

7 702-CR03-04 MPO 3.0mm CRIMP RING WITH TEETH. BRASS (SEE DWG# ENH16-300) 1

8 IP1-760.209-60 CM V.35 SOCKET CONTACT (FEMALE), 14-12 AWG,  Cu, (DWG# ENM15-127) 2

9 IP1-MPC-F IP1-MPO CONNECTOR CLIP, SOCKET CONTACTS (FEMALE), PBT, BLACK
(DWG# EN14-157) 1

10 702-DC02 MPO CONNECTOR DUST CAP, BLACK. TPV (SEE DWG# ENJ10-029) 1

11 DC-IP-LCON-01 IP+ CONNECTOR DUST CAP, MAINLY PBT (SEE DWG# ENM15-220) 1

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM15-229

IP1-MPO-LXX-S-FX-X-00Part Number:
Description: IP-ONE MPO FEMALE CONNECTOR, SOCKET CONTACTS 

(FEMALE), WITH SAFE-LOCK RING, FOR 4.5-7.2mm CABLE

Drawn By: Checked By:Jimmy Chang Eng. Dept.

TOLERANCES: X. =±
.X =±

.XX =±
.XXX =±

 =±

SEE BOMAll Dimensions are in mm
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NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.
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REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

3B, 5E, 6C, 
8E, 8F A

SGER-0162, INITIAL RELEASE
(12/4/2019 PCN16110300: CRIMP RING CHANGED;

BOM AND FERRULE TABLE UPDATED)
3/1/2016 J. GNIADEK

KEITH CHUNG

5F B [REISSUED WITH #PCN191030001]
UPDATED IP1 POWER CONTACT PIN P/N AND DESIGN 7/26/2021 ZINNI CHENG

CONNECTOR 
CODE

- FERRULE & CONTACT CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK RING - (OPTIONAL)

IP1-MPO -

LMLL-P-F1 FEMALE 12 FIBER MM 
LOW LOSS, PINS (MALE)

- E M20 - 00 WITH SAFE-
LOCK RING

- D WITH DUST CAP

LMM-P-F1 FEMALE 12 FIBER MM 
STANDARD, PINS (MALE)

LSLL-P-F1 FEMALE 12 FIBER SM 
LOW LOSS, PINS (MALE)

LSM-P-F1 FEMALE 12 FIBER SM 
STANDARD, PINS (MALE)

LSM-P-F2 FEMALE 24 FIBER SM 
STANDARD, PINS (MALE)

FERRULE CODE FERRULE TYPE FERRULE INFO
LMLL-P-F1 FEMALE 12 FIBER MM LOW LOSS EN10-325 (MT-01-ML12-2)
LMM-P-F1 FEMALE 12 FIBER MM STANDARD ENJ12-008 (MT-01-MS12-2)
LSLL-P-F1 FEMALE 12 FIBER SM LOW LOSS ENJ12-007 (MT-01-SL12-2)
LSM-P-F1 FEMALE 12 FIBER SM STANDARD ENJ12-006 (MT-01-SS12-2)
LSM-P-F2 FEMALE 24 FIBER SM STANDARD ENH15-109 (MT-01-SS24-2)

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 IP-LHOU-CLKM2 IP+ CONNECTOR HOUSING, WITH SAFE-LOCK RING, FOR 7.5-11.0mm (M20),  SEE BOM, 
(DWG# EN15-080) 1

2 702H-002 MPO CONNECTOR MAIN BODY, PEI. (SEE DWG# ENJ10-041) 1
3 MT-01-XXXX-X MT FERRULE WITH FERRULE BOOT,  SEE TABLE 1
4 702-FKR-01 MPO FEMALE CONNECTOR PIN KEEPER, PBT (SEE DWG# ENH15-401) 1
5 703-SPR-10N-01 MPO CONNECTOR SPRING,  SUS, (DWG# EN15-357) 1
6 702-RB01-04 MPO 3mm ROUND CABLE BACKPOST, PEI (SEE DWG# ENJ12-146) 1
7 702-CR03-04 MPO 3.0mm CRIMP RING WITH TEETH, Ni-PLATED BRASS (SEE DWG# ENH16-300) 1
8 IP1-1412Aul1.6PC POWER CONTACT MALE PIN 14-12 AWG ,  Cu, (DWG# ENM19-387) 2
9 IP1-MPC-M IP1-MPO MALE CONNECTOR CLIP, PIN CONTACTS (MALE),  PBT, BLACK, (DWG# EN14-

156) 1

10 702-DC02 MPO CONNECTOR DUST CAP, BLACK. TPV (SEE DWG# ENJ10-029) 1
11 DC-IP-LCON-01 IP+ CONNECTOR DUST CAP,  MAINLY PBT, (DWG# ENM15-220) 1

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-EN15-072

IP1-MPO-LXX-P-FX-E-00Part Number:
Description: IP-ONE MPO FEMALE CONNECTOR, PIN CONTACTS (MALE), 

WITH SAFE-LOCK RING, FOR 7.5-11.0mm CABLE

Drawn By: Checked By:ENG. DEPT. ENG. DEPT.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±

SEE BOMAll Dimensions are in mm
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NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.
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REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

3B, 5E, 6C, 
8E, 8F A

SGER-0162, INITIAL RELEASE
(12/4/2019 PCN16110300: CRIMP RING CHANGED;

BOM AND FERRULE TABLE UPDATED)
3/1/2016 J. GNIADEK

KEITH CHUNG

5F B [REISSUED WITH #PCN191030001]
UPDATED IP1 POWER CONTACT PIN P/N AND DESIGN 7/26/2021 ZINNI CHENG

CONNECTOR 
CODE

- FERRULE & CONTACT CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK RING - (OPTIONAL)

IP1-MPO -

LMLL-P-F1 FEMALE 12 FIBER MM 
LOW LOSS, PINS (MALE)

- E M20 - 00 WITH SAFE-
LOCK RING

- D WITH DUST CAP

LMM-P-F1 FEMALE 12 FIBER MM 
STANDARD, PINS (MALE)

LSLL-P-F1 FEMALE 12 FIBER SM 
LOW LOSS, PINS (MALE)

LSM-P-F1 FEMALE 12 FIBER SM 
STANDARD, PINS (MALE)

LSM-P-F2 FEMALE 24 FIBER SM 
STANDARD, PINS (MALE)

FERRULE CODE FERRULE TYPE FERRULE INFO
LMLL-P-F1 FEMALE 12 FIBER MM LOW LOSS EN10-325 (MT-01-ML12-2)
LMM-P-F1 FEMALE 12 FIBER MM STANDARD ENJ12-008 (MT-01-MS12-2)
LSLL-P-F1 FEMALE 12 FIBER SM LOW LOSS ENJ12-007 (MT-01-SL12-2)
LSM-P-F1 FEMALE 12 FIBER SM STANDARD ENJ12-006 (MT-01-SS12-2)
LSM-P-F2 FEMALE 24 FIBER SM STANDARD ENH15-109 (MT-01-SS24-2)

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 IP-LHOU-CLKM2 IP+ CONNECTOR HOUSING, WITH SAFE-LOCK RING, FOR 7.5-11.0mm (M20),  SEE BOM, 
(DWG# EN15-080) 1

2 702H-002 MPO CONNECTOR MAIN BODY, PEI. (SEE DWG# ENJ10-041) 1
3 MT-01-XXXX-X MT FERRULE WITH FERRULE BOOT,  SEE TABLE 1
4 702-FKR-01 MPO FEMALE CONNECTOR PIN KEEPER, PBT (SEE DWG# ENH15-401) 1
5 703-SPR-10N-01 MPO CONNECTOR SPRING,  SUS, (DWG# EN15-357) 1
6 702-RB01-04 MPO 3mm ROUND CABLE BACKPOST, PEI (SEE DWG# ENJ12-146) 1
7 702-CR03-04 MPO 3.0mm CRIMP RING WITH TEETH, Ni-PLATED BRASS (SEE DWG# ENH16-300) 1
8 IP1-1412Aul1.6PC POWER CONTACT MALE PIN 14-12 AWG ,  Cu, (DWG# ENM19-387) 2
9 IP1-MPC-M IP1-MPO MALE CONNECTOR CLIP, PIN CONTACTS (MALE),  PBT, BLACK, (DWG# EN14-

156) 1

10 702-DC02 MPO CONNECTOR DUST CAP, BLACK. TPV (SEE DWG# ENJ10-029) 1
11 DC-IP-LCON-01 IP+ CONNECTOR DUST CAP,  MAINLY PBT, (DWG# ENM15-220) 1

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-EN15-072

IP1-MPO-LXX-P-FX-E-00Part Number:
Description: IP-ONE MPO FEMALE CONNECTOR, PIN CONTACTS (MALE), 

WITH SAFE-LOCK RING, FOR 7.5-11.0mm CABLE

Drawn By: Checked By:ENG. DEPT. ENG. DEPT.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±

SEE BOMAll Dimensions are in mm
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NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

0.2
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B

B

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0162, INITIAL RELEASE 3/2/2016 J. GNIADEK

5E B PCN CHANGE TO SPRING AND CRIMP RING 5/3/2018

CONNECTOR 
CODE

- FERRULE & CONTACT CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK 
RING

- (OPTIONAL)

IP1-MPO -

LMLL-S-F1 FEMALE 12 FIBER MM LOW 
LOSS, SOCKETS (FEMALE)

- X PG9 - 00
WITH 

SAFE-LOCK 
RING

- D WITH DUST CAP

LMM-S-F1 FEMALE 12 FIBER MM 
STANDARD, SOCKETS (FEMALE)

LSLL-S-F1 FEMALE 12 FIBER SM LOW 
LOSS, SOCKETS (FEMALE)

LSM-S-F1 FEMALE 12 FIBER SM 
STANDARD, SOCKETS (FEMALE)

LSM-S-F2 FEMALE 24 FIBER SM 
STANDARD, SOCKETS (FEMALE)

FERRULE CODE FERRULE TYPE FERRULE INFO
LMLL-S-F1 FEMALE 12 FIBER MM LOW LOSS EN10-325 (MT-01-ML12)
LMM-S-F1 FEMALE 12 FIBER MM STANDARD ENJ12-008 (MT-01-MS12)
LSLL-S-F1 FEMALE 12 FIBER SM LOW LOSS ENJ12-007 (MT-01-SL12)
LSM-S-F1 FEMALE 12 FIBER SM STANDARD ENJ12-006 (MT-01-SS12)
LSM-S-F2 FEMALE 24 FIBER SM STANDARD ENH15-109 (MT-01-SS24)

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 IP-LHOU-CLK IP+ CONNECTOR HOUSING, WITH SAFE-LOCK RING (PG9),  SEE BOM, (DWG# EN14-210) 1
2 702H-002 MPO CONNECTOR MAIN BODY, PEI. (SEE DWG# ENJ10-041) 1
3 MT-01-XX12-2 MT FERRULE WITH FERRULE BOOT,  (SEE MT FERRULE TABLE) 1
4 702-FKR-01 MPO CONNECTOR FEMALE PIN KEEPER, PC (SEE DWG# ENH15-401) 1

5 703-SPR-10N-03 MPO CONNECTOR 10N SPRING. SUS (SEE DWG# ENH16-152) 1

6 702-RB01-04 MPO 3mm ROUND CABLE BACKPOST, PEI (SEE DWG# ENJ12-146) 1

7 702-CR03-04 MPO 3.0mm CRIMP RING WITH TEETH. BRASS (SEE DWG# ENH16-300) 1

8 IP1-760.209-60 CM V.35 SOCKET CONTACT (FEMALE), 14-12 AWG,  Cu, (DWG# ENM15-127) 2

9 IP1-MPC-F IP1-MPO CONNECTOR CLIP, SOCKET CONTACTS (FEMALE), PBT, BLACK
(DWG# EN14-157) 1

10 702-DC02 MPO CONNECTOR DUST CAP, BLACK. TPV (SEE DWG# ENJ10-029) 1

11 DC-IP-LCON-01 IP+ CONNECTOR DUST CAP, MAINLY PBT (SEE DWG# ENM15-220) 1

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM15-229

IP1-MPO-LXX-S-FX-X-00Part Number:
Description: IP-ONE MPO FEMALE CONNECTOR, SOCKET CONTACTS 

(FEMALE), WITH SAFE-LOCK RING, FOR 4.5-7.2mm CABLE

Drawn By: Checked By:Jimmy Chang Eng. Dept.

TOLERANCES: X. =±
.X =±

.XX =±
.XXX =±

 =±

SEE BOMAll Dimensions are in mm
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Rev. B

ORDERING

CODE CONNECTOR TYPE POWER CONTACT GENDER N. OF FIBERS CONNECTOR BODY SAFE LOCK RING DUST CAPS

IP1-MPO LSL MM Low Loss P Pin 
(Male)

F Female 1 12f X 4.5 - 7.2mm 00 With D With
LMM MM Standard M Male 2 24f E 7.5 - 11 mm None Without
LSL SM Low Loss S Socket 

(Female)LSM SM Standard  

IP1-MPO P F1 00LSL X D ORDER CODE exampleIP-16 Hybrid
MPO Connector 7.5-11mm

IP-16 Hybrid
MPO Connector 4.5-7.2 mm 
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HARSH ENVIRONMENT SERIES DATA SHEETBulkhead adapter
IP-16 HYBRID MPO SERIES

Bulkhead Adapter Drawing

CODE POWER CONTACT DUST CAPS

IP1-MPO AP Pin (Male) D With
AS Socket (Female) None Without

ORDERING

IP-16 Hybrid
MPO Bulkhead Adapter

IP1-MPO AP D ORDER CODE example

Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice

Front ViewPanel Cut-Out Alternative Panel Cut-Out Side View

Category
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NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.
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MOUNTING HOLE

C

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED
A SGER-0162, INITIAL RELEASE 3/1/2016 J. GNIADEK
B REMOVED OBSOLETE PANEL CUT OUT DIMENSIONS 4/12/2019

6E C [REISSUED WITH #PCN191030001]
UPDATED IP1 POWER CONTACT PIN P/N AND DESIGN 7/26/2021 ZINNI 

CHENG

ITEM NO. PART NUMBER DESCRIPTION QTY.
1

IP1-MPO-AP

IP1 ADAPTER HOUSING, BULKHEAD,  PBT, (DWG# ENM15-124) 1
2 POWER CONTACT MALE PIN 14-12 AWG ,  Cu, (DWG# ENM19-387) 2
3 IP-ONE MPO INNER ADAPTER, MALE, PBT, (DWG# EN14-149) 1
4 IP1 ADAPTER INSERT RETAINER,  PC, (DWG# ENM15-125) 1
5 IP ADAPTER COMPRESSION SEAL, (DWG# C-ENM15-218) 1
6 IP ADAPTER NUT, (DWG# C-ENM15-219) 1
7 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP, (DWG# ENM15-252) 1

IP ADAPTER CODE CONTACT TYPE - (OPTIONAL)
IP1-MPO-A IP1-MPO ADAPTER P PINS - WITH IP DUST CAP
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27.05 

 23.00 

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM15-133

IP1-MPO-APPart Number:
Description: IP1-MPO ADAPTER, PIN

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±

All Dimensions are in mm
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Rev. C
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NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

0.2
0.1

ALTERNATE
MOUNTING HOLE

C

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED
A SGER-0162, INITIAL RELEASE 3/1/2016 J. GNIADEK
B REMOVED OBSOLETE PANEL CUT OUT DIMENSIONS 4/12/2019

6E C [REISSUED WITH #PCN191030001]
UPDATED IP1 POWER CONTACT PIN P/N AND DESIGN 7/26/2021 ZINNI 

CHENG

ITEM NO. PART NUMBER DESCRIPTION QTY.
1

IP1-MPO-AP

IP1 ADAPTER HOUSING, BULKHEAD,  PBT, (DWG# ENM15-124) 1
2 POWER CONTACT MALE PIN 14-12 AWG ,  Cu, (DWG# ENM19-387) 2
3 IP-ONE MPO INNER ADAPTER, MALE, PBT, (DWG# EN14-149) 1
4 IP1 ADAPTER INSERT RETAINER,  PC, (DWG# ENM15-125) 1
5 IP ADAPTER COMPRESSION SEAL, (DWG# C-ENM15-218) 1
6 IP ADAPTER NUT, (DWG# C-ENM15-219) 1
7 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP, (DWG# ENM15-252) 1

IP ADAPTER CODE CONTACT TYPE - (OPTIONAL)
IP1-MPO-A IP1-MPO ADAPTER P PINS - WITH IP DUST CAP

 2.54 

 1
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 1
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27.05 

 23.00 

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM15-133

IP1-MPO-APPart Number:
Description: IP1-MPO ADAPTER, PIN

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±

All Dimensions are in mm
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5 2 1 3 4

WITH IP DUST CAP
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NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.
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REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED
A SGER-0161, INITIAL RELEASE (UPDATE:P/N UPDATE, 11/9/2018) 1/25/2016 J. GNIADEK

5E, 
8C, 8F B

MOUNTING HOLE DIMENSION UPDATE
(6/12/2020 TYPO CORRECTION)

(6/29/2020 REISSUED WITH MPO ADAPTER KEY POSITION UPDATED)
(10/3/2023 REISSUED WITH DESCRIPTION UPDATED)

(10/25/2023 REISSUED TO UPDATE BOM TABLE)

11/14/2018
N. HO

KEITH CHUNG
SAM MAK

IP ADAPTER CODE MPO ADAPTER TYPE - (OPTIONAL)

IP-MPO-LA 779 BLACK MPO ADAPTER - D WITH IP DUST CAP 

ITEM NO. PART NUMBER DESCRIPTION QTY.

1

 IP-MPO-LA779

IP-16 ADAPTER HOUSING, BULKHEAD,  PBT, BLACK 1

2 MPO ADAPTER, SC FOOTPRINT TYPE, NO FLANGE, NO INNER SHUTTER, 
BLACK 1

3 IP ADAPTER COMPRESSION SEAL 1

4 IP ADAPTER NUT 1

5 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP 1
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Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM15-116

IP-MPO-LA779-DPart Number:
Description: IP-16 MPO BULKHEAD ADAPTER

Drawn By: Checked By:Jimmy Chang Sam Mak
TOLERANCES: X. =±
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SEE BOMAll Dimensions are in mm
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3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

B

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

2 PRELIMINARY 6/11/2019

A DRAWING INITIAL RELEASE
(4/3/2020 REISSUED WITH MOUNTING HOLE UPDATED) 3/17/2020 KEITH CHUNG

2B, 8E B ADAPTER HOUSING ASSEMBLY UPDATED 4/19/2021 KEITH CHUNG

IP ADAPTER CODE - INNER ADAPTER TYPE - (OPTIONAL)

IP16AB1 IP16 BULKHEAD ADAPTER -
SN200 4 FIBER (2CH) SN

(IP16-SNA-ASY04)
-

D WITH DUST CAP

SN300 6 FIBER (3CH) SN
(IP16-SNA-ASY06) (BLANK) NONE

ITEM NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP, (DWG# ENM15-252) 1

2 IP1-HOU-ABH IP1 ADAPTER HOUSING, BULKHEAD,  PBT, (DWG# ENM15-124) 1

3 IP16-SNA-ASYXX IP16 SN INNER ADAPTER HOUSING ASSEMBLY
IP16-SNA-ASY02, 2CH (DWG# ENM19-343); IP16-SNA-AY03, 3CH (DWG# ENM19-344) 1

4 IP1-ADRT IP1 ADAPTER INSERT RETAINER,  PC, (DWG# ENM15-125) 1

5 IP-ADP-GSKT IP ADAPTER COMPRESSION SEAL, RB (DWG# C-ENM15-218) 1

6 IP-ADP-NUT IP ADAPTER NUT, MTL (DWG# ENM15-219) 1
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Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM18-126

IP16AB1-SNX00Part Number:
Description: IP16 SN BULKHEAD ADAPTER

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±
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SEE BOMAll Dimensions are in mm
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