
Connector
Bulkhead Adapter
Inline Adapter

IP-16 SC SERIES

DATA SHEET

• IP68 rated hardened connector
• ODVA standard footprint
• Lightweight, yet rugged plastic body
• Bayonet lock with patented Safe Lock Ring
• UV resistance for outdoor applications
• 100 lbs superior pull force
• Easy and quick termination 
• Compatible with 4.5-11.0 mm OD cable

• FTTx, FTTH
• Broadcast
• Military
• Industrial
• Transport
• Renewable energy

FEATURES APPLICATIONS

KEY BENEFITS

The IP-16 Connector series is SENKO’s hardened fiber optic connectivity solution for outdoor applications and harsh 

environments. The light-weight, yet robust plastic housing provides IP68 rating, paired with ergonomic bayonet 

mechanics for quick and easy installations.

The SC single-fiber connector is a staple in FTTx and telecommunications applications, prized for its durability and 

straightforward push-pull coupling design. The SENKO IP-16 SC Connector integrates this reliable SC technology 

with an innovative, patented IP-rated outer housing, facilitating swift and seamless Plug & Play field installations. The 

IP-16 SC Connector is available in both bulkhead and in-line variants, catering to panel or box mounting and cable-

to-cable connections, respectively, thus ensuring versatile implementation options.

IP68 rated
100 lbf pull force
Easy installation bayonet mechanism

IP-16 SC Connector
Inline

Adapter

Bulkhead 
Adapter
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HARSH ENVIRONMENT SERIES DATA SHEETConnector, bulkhead and inline adapter
IP-16 SC SERIES

Mechanical Data

Value

Durability 50 matings

Fiber Count Simplex (1 fiber)

Cable Suitability 4.5 - 11.0 mm round

Mechanical Data

Value

IP Rating* IP68

Operating Temperature (C) -40°C to +75°C

UV Resistance Yes

RoHS Compliance 2015/863 RoHS

REACH Compliance Yes

Environmental Data

Optical Data

Singlemode Multimode

UPC APC MM

Low Loss Standard Low Loss Standard Standard

Typical Insertion Loss (dB)* 0.05 0.08 0.07 0.12 0.10

Max. Insertion Loss (dB)* 0.15 0.20 0.15 0.25 0.20

Typical Return Loss (dB)* ≥55 ≥65 ≥25

* Based on master grade jumper to low loss random mating test 

* The IP rating was validated using a SENKO sourced cable and termination procedure. It is recommended to retest IP rating for any other cable types.
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HARSH ENVIRONMENT SERIES DATA SHEETConnector
IP-16 SC SERIES

ORDERING

CONNECTOR TYPE PERFORMANCE CRIMP SET SAFE LOCK RING DUST CAP

IP-SC IP-16 SC Connector LSM Blue 125 μm 4.8 4.5 mm - 4.9 mm 00 with D with
LAPC Green 125 μm 5.x 5.3 mm - 5.7 mm  
LMM Beige 127 μm 6.0 5.8 mm - 6.2 mm

7.0 6.8 mm - 7.2 mm  
E 7.5 mm - 11 mm

IP-SC 004.8LAPC D ORDER CODE example

IP-16 SC 
Connector

THIS PRODUCT MAY BE PROTECTED BY ONE OR MORE PATENTS. FOR FURTHER INFORMATION, PLEASE VISIT SENKO.COM/PATENTS

Connector Drawing 4.5 - 7.2 mm Cable

Side View

Connector Drawing 7.5 - 11 mm Cable

Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice
           3. Drawings shown without dust cap and tether 

Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice
           3. Drawings shown without dust cap and tether 

Side View

Front View

Front View

 108.9 

 116.2 
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OPTIONAL IP DUST CAP SHOWN
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3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

B

B

C

D

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/10/2016 J. GNIADEK
1A B SGECN-0185, UPDATED SC CONNECTOR PART NUMBERS 10/26/2016 J. GNIADEK
8E C UPDATED SC CONNECTOR PART NUMBERS & DUST CAP 7/3/2017 J. GNIADEK
2A D PN SCHEME UPDATED 7/29/2020 KEITH CHUNG

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LCON-01 IP-16 CONNECTOR DUST CAP, MAINLY PBT 1
2 HW-20044-0X FERRULE ON TYPE DUST CAP. TPE 1
3 SC-20006-XX SC PREMIUM OUTER HOUSING, PBT 1
4 SEE TABLE SC PREMIUM CONNECTOR BODY, PBT, Zr AND NICKEL PLATED BRASS 1
5 IP-LSC-CLIP IP+ SC CONNECTOR CLIP,  PBT 1
6 IP-BP-XX IP BACK POST (SEE TABLE) 1
7 IP-CR-XX IP CRIMP RING (SEE TABLE) 1
8 IP-LHOU-CLK IP-16 CONNECTOR HOUSING,WITH SAFE-LOCK RING 1

CONNECTOR 
CODE

- SC CONNECTOR CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK RING - (OPTIONAL)

IP-SC -

LSM 254-XXX-XXX

-

4.8 4.5-4.9mm

- 00 WITH SAFE-
LOCK RING

- D WITH IP 
DUST CAP

LMM 254-XXX-XXX 5.X 5.3-5.7mm
LAPC 294-XXX-2X 6.0 5.8-6.2mm

7.0 6.8-7.2mm
CRIMP 

OPTIONS
BACK POST 

PART NUMBER
CRIMP RING 

PART NUMBER
4.8 IP-BP-4.8 IP-CR-4.8
5.X IP-BP-5.X IP-CR-5.X
6.0 IP-BP-5.X IP-CR-6.0
7.0 IP-BP-7.0 IP-CR-7.0

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-148

IP-SC-LXX-XX-00Part Number:
Description: IP-SC+ CONNECTOR, WITH SAFE-LOCK RING, FOR 4.5-7.2mm 

CABLE

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. D

 88.3 

 95.6 

 
31.6 

OPTIONAL IP DUST CAP SHOWN

1 2 3 4 5 6
C

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

B

C

C

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/10/2016 J. GNIADEK
1A B SGECN-0185, UPDATED SC CONNECTOR PART NUMBERS 10/26/2016 J. GNAIDEK

2A, 7B, 8F C UPDATED SC CONNECTOR PART NUMBER, CONNECTOR HOUSING & DUST CAP 7/3/2017 J. GNAIDEK

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LCON-01 IP+ CONNECTOR DUST CAP, SEE BOM 1
2 HW-20044-0X FERRULE ON TYPE DUST CAP. TPE 1
3 SC-20006-XX SC PREMIUM OUTER HOUSING, PBT 1
4 SEE TABLE SC PREMIUM CONNECTOR BODY, PBT, Zr AND NICKEL PLATED BRASS 1
5 IP-LSC-CLIP IP+ SC CONNECTOR CLIP,  PBT 1
6 IP-LHOU-CLKM2 IP-16 CONNECTOR HOUSING, WITH SAFE-LOCK RING, FOR 7.5-11.0mm (M20),  SEE BOM 1

CONNECTOR 
CODE

- SC CONNECTOR CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK 
RING

- (OPTIONAL)

IP-SC -
LSM 254-XXX-XXX (DWG# EN10-124)

- E 7.5-11.0mm - 00
WITH 

SAFE-LOCK 
RING

- D WITH IP 
DUST CAP

LMM 254-XXX-XXX (DWG# EN10-124)
LAPC 294-XXX-2X (DWG# EN10-084)

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-146

IP-SC-LXX-E-00Part Number:
Description: IP-SC+ CONNECTOR, WITH SAFE-LOCK RING, FOR 7.5-

11.0mm CABLE

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. C

 108.9 

 116.2 
 

31
.6 

OPTIONAL IP DUST CAP SHOWN

1 3 4 5 86 72

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

B

B

C

D

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/10/2016 J. GNIADEK
1A B SGECN-0185, UPDATED SC CONNECTOR PART NUMBERS 10/26/2016 J. GNIADEK
8E C UPDATED SC CONNECTOR PART NUMBERS & DUST CAP 7/3/2017 J. GNIADEK
2A D PN SCHEME UPDATED 7/29/2020 KEITH CHUNG

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LCON-01 IP-16 CONNECTOR DUST CAP, MAINLY PBT 1
2 HW-20044-0X FERRULE ON TYPE DUST CAP. TPE 1
3 SC-20006-XX SC PREMIUM OUTER HOUSING, PBT 1
4 SEE TABLE SC PREMIUM CONNECTOR BODY, PBT, Zr AND NICKEL PLATED BRASS 1
5 IP-LSC-CLIP IP+ SC CONNECTOR CLIP,  PBT 1
6 IP-BP-XX IP BACK POST (SEE TABLE) 1
7 IP-CR-XX IP CRIMP RING (SEE TABLE) 1
8 IP-LHOU-CLK IP-16 CONNECTOR HOUSING,WITH SAFE-LOCK RING 1

CONNECTOR 
CODE

- SC CONNECTOR CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK RING - (OPTIONAL)

IP-SC -

LSM 254-XXX-XXX

-

4.8 4.5-4.9mm

- 00 WITH SAFE-
LOCK RING

- D WITH IP 
DUST CAP

LMM 254-XXX-XXX 5.X 5.3-5.7mm
LAPC 294-XXX-2X 6.0 5.8-6.2mm

7.0 6.8-7.2mm
CRIMP 

OPTIONS
BACK POST 

PART NUMBER
CRIMP RING 

PART NUMBER
4.8 IP-BP-4.8 IP-CR-4.8
5.X IP-BP-5.X IP-CR-5.X
6.0 IP-BP-5.X IP-CR-6.0
7.0 IP-BP-7.0 IP-CR-7.0

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-148

IP-SC-LXX-XX-00Part Number:
Description: IP-SC+ CONNECTOR, WITH SAFE-LOCK RING, FOR 4.5-7.2mm 

CABLE

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. D

 88.3 

 95.6 

 
31.6 

OPTIONAL IP DUST CAP SHOWN

1 2 3 4 5 6
C

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

B

C

C

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/10/2016 J. GNIADEK
1A B SGECN-0185, UPDATED SC CONNECTOR PART NUMBERS 10/26/2016 J. GNAIDEK

2A, 7B, 8F C UPDATED SC CONNECTOR PART NUMBER, CONNECTOR HOUSING & DUST CAP 7/3/2017 J. GNAIDEK

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LCON-01 IP+ CONNECTOR DUST CAP, SEE BOM 1
2 HW-20044-0X FERRULE ON TYPE DUST CAP. TPE 1
3 SC-20006-XX SC PREMIUM OUTER HOUSING, PBT 1
4 SEE TABLE SC PREMIUM CONNECTOR BODY, PBT, Zr AND NICKEL PLATED BRASS 1
5 IP-LSC-CLIP IP+ SC CONNECTOR CLIP,  PBT 1
6 IP-LHOU-CLKM2 IP-16 CONNECTOR HOUSING, WITH SAFE-LOCK RING, FOR 7.5-11.0mm (M20),  SEE BOM 1

CONNECTOR 
CODE

- SC CONNECTOR CODE - CONNECTOR 
BODY TYPE

- SAFE-LOCK 
RING

- (OPTIONAL)

IP-SC -
LSM 254-XXX-XXX (DWG# EN10-124)

- E 7.5-11.0mm - 00
WITH 

SAFE-LOCK 
RING

- D WITH IP 
DUST CAP

LMM 254-XXX-XXX (DWG# EN10-124)
LAPC 294-XXX-2X (DWG# EN10-084)

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-146

IP-SC-LXX-E-00Part Number:
Description: IP-SC+ CONNECTOR, WITH SAFE-LOCK RING, FOR 7.5-

11.0mm CABLE

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. C
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HARSH ENVIRONMENT SERIES DATA SHEETBulkhead and inline adapter
IP-16 SC SERIES

Bulkhead Adapter Drawing

Inline Adapter Drawing

Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice

Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice

Panel Cut-Out

Panel Cut-Out

Side View

Side View

Front View

Front View

IP-16 
SC Bulkhead Adapter

IP-16 
SC Inline Adapter

ORDERING

CODE ADAPTER TYPE SC ADAPTER COLOR DUST CAP

 IP-SC LA Bulkhead 131 Black Adapter D With
LAI Inline None Without

IP-SC 131LA D ORDER CODE example

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

 
34

.0 
IP ADAPTER KEY DOWN

SC ADAPTER KEY UP

 2.0 

 35.1 

 45.3 

 11.0 

1 2 3 4 5

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/9/2016 J. GNIADEK
B MOUNT HOLE DIMENSION UPDATE 11/14/2018 N. HO

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP 1
2 IP-LHOU-ABH IP+ ADAPTER HOUSING, BULKHEAD,  PBT, BLACK 1
3 247-131-IPA SC ONE PIECE ADAPTER, NO FLANGE, NO SHUTTER, NON-PANEL SIDE HOOK 1
4 IP-ADP-GSKT IP ADAPTER COMPRESSION SEAL 1
5 IP-ADP-NUT IP ADAPTER NUT 1

ADAPTER TYPE - IP ADAPTER TYPE SC ADAPTER TYPE - (OPTIONAL)
IP-SC - LA BULKHEAD 131 BLACK ADAPTER - D IP DUST CAP

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-144

IP-SC-LA131Part Number:
Description: IP-SC+ BULKHEAD ADAPTER

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. B

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

 
34

.0 
IP ADAPTER KEY DOWN

SC ADAPTER KEY UP

 2.0  27.1 

 46.3 

DUST CAP OPTIONAL

5 2 3 41

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

C

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/9/2016 J. GNIADEK
B MOUNT HOLE DIMENSION UPDATE 11/15/2018 N. HO

8E C DIMENSION MODIFICATION 3/15/2023

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 IP-LHOU-AIN IP PLUS IN-LINE ADAPTER HOUSING,  PBT, BLACK 1
2 247-131-IPAI SC ONE PIECE ADAPTER, NO FLANGE, NO SHUTTER, NO HOOKS 1
3 - IP ADAPTER COMPRESSION SEAL 1
4 IP-ADP-NUT IP ADAPTER NUT 1
5 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP 1

ADAPTER TYPE - IP ADAPTER TYPE SC ADAPTER TYPE - (OPTIONAL)
IP-SC - LAI IN-LINE 131 BLACK ADAPTER - D IP DUST CAP

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-145

IP-SC-LAI131Part Number:
Description: IP-SC+ IN-LINE ADAPTER

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. C

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

 
34

.0 
IP ADAPTER KEY DOWN

SC ADAPTER KEY UP

 2.0 

 35.1 

 45.3 

 11.0 

1 2 3 4 5

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/9/2016 J. GNIADEK
B MOUNT HOLE DIMENSION UPDATE 11/14/2018 N. HO

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP 1
2 IP-LHOU-ABH IP+ ADAPTER HOUSING, BULKHEAD,  PBT, BLACK 1
3 247-131-IPA SC ONE PIECE ADAPTER, NO FLANGE, NO SHUTTER, NON-PANEL SIDE HOOK 1
4 IP-ADP-GSKT IP ADAPTER COMPRESSION SEAL 1
5 IP-ADP-NUT IP ADAPTER NUT 1

ADAPTER TYPE - IP ADAPTER TYPE SC ADAPTER TYPE - (OPTIONAL)
IP-SC - LA BULKHEAD 131 BLACK ADAPTER - D IP DUST CAP

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-144

IP-SC-LA131Part Number:
Description: IP-SC+ BULKHEAD ADAPTER

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. B

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

 
34

.0 
IP ADAPTER KEY DOWN

SC ADAPTER KEY UP

 2.0  27.1 

 46.3 

DUST CAP OPTIONAL

5 2 3 41

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

C

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/9/2016 J. GNIADEK
B MOUNT HOLE DIMENSION UPDATE 11/15/2018 N. HO

8E C DIMENSION MODIFICATION 3/15/2023

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 IP-LHOU-AIN IP PLUS IN-LINE ADAPTER HOUSING,  PBT, BLACK 1
2 247-131-IPAI SC ONE PIECE ADAPTER, NO FLANGE, NO SHUTTER, NO HOOKS 1
3 - IP ADAPTER COMPRESSION SEAL 1
4 IP-ADP-NUT IP ADAPTER NUT 1
5 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP 1

ADAPTER TYPE - IP ADAPTER TYPE SC ADAPTER TYPE - (OPTIONAL)
IP-SC - LAI IN-LINE 131 BLACK ADAPTER - D IP DUST CAP

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-145

IP-SC-LAI131Part Number:
Description: IP-SC+ IN-LINE ADAPTER

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. C

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

 
34

.0 
IP ADAPTER KEY DOWN

SC ADAPTER KEY UP

 2.0 

 35.1 

 45.3 

 11.0 

1 2 3 4 5

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/9/2016 J. GNIADEK
B MOUNT HOLE DIMENSION UPDATE 11/14/2018 N. HO

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP 1
2 IP-LHOU-ABH IP+ ADAPTER HOUSING, BULKHEAD,  PBT, BLACK 1
3 247-131-IPA SC ONE PIECE ADAPTER, NO FLANGE, NO SHUTTER, NON-PANEL SIDE HOOK 1
4 IP-ADP-GSKT IP ADAPTER COMPRESSION SEAL 1
5 IP-ADP-NUT IP ADAPTER NUT 1

ADAPTER TYPE - IP ADAPTER TYPE SC ADAPTER TYPE - (OPTIONAL)
IP-SC - LA BULKHEAD 131 BLACK ADAPTER - D IP DUST CAP

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-144

IP-SC-LA131Part Number:
Description: IP-SC+ BULKHEAD ADAPTER

Drawn By: Checked By:Jimmy Chang Eng. Dept.
TOLERANCES: X. =±

.X =±
.XX =±

.XXX =±
 =±P

Category

SEE BOMAll Dimensions are in mm

1 2 3 4 5 6 7 8

A

B

C

D

E

F

87654321

F

E

D

C

B

A

Rev. B

 2.60 
+
 
0.1
0.0 

 2
5.

88
 +  0.

1
0.

0 
 1

.1
3 

+  0.
2

0.
0 

 
27.05 ±0.1 

 
34

.0 
IP ADAPTER KEY DOWN

SC ADAPTER KEY UP

 2.0  27.1 

 46.3 

DUST CAP OPTIONAL

5 2 3 41

0.2
0.10

3

NOTES:
ALL MATERIALS ARE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

C

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A SGER-0169, INITIAL RELEASE 8/9/2016 J. GNIADEK
B MOUNT HOLE DIMENSION UPDATE 11/15/2018 N. HO

8E C DIMENSION MODIFICATION 3/15/2023

ITEM 
NO. PART NUMBER DESCRIPTION QTY.

1 IP-LHOU-AIN IP PLUS IN-LINE ADAPTER HOUSING,  PBT, BLACK 1
2 247-131-IPAI SC ONE PIECE ADAPTER, NO FLANGE, NO SHUTTER, NO HOOKS 1
3 - IP ADAPTER COMPRESSION SEAL 1
4 IP-ADP-NUT IP ADAPTER NUT 1
5 DC-IP-LAD-01 IP-PLUS ADAPTER DUST CAP 1

ADAPTER TYPE - IP ADAPTER TYPE SC ADAPTER TYPE - (OPTIONAL)
IP-SC - LAI IN-LINE 131 BLACK ADAPTER - D IP DUST CAP
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Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM16-145

IP-SC-LAI131Part Number:
Description: IP-SC+ IN-LINE ADAPTER
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Category

SEE BOMAll Dimensions are in mm
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