
Multi-fiber
1-Port MT-MT Connector

MBMC MT 
SINGLE CONNECTOR

DATA SHEET

• Low profile
• PCB mountable
• 12/24F options
• Compact design

• Data center
• On-board optics

FEATURES APPLICATIONS

KEY BENEFITS

SENKO’s MBMC MT SINGLE connector serves as a compact MT-MT interconnect system, ideal for On-Board 

interconnects inside opto-electronics equipment with high fiber counts in limited space. This Mid-Board Mountable 

Connector (MBMC) design can be securely fixed to PCB board without consuming excessive surface area. Additionally, 

it enables quick replacement of assemblies without the need for splicing. When maintenance or upgrades are 

necessary, technicians can replace assemblies effortlessly, minimizing downtime. Furthermore, the precise fiber 

alignment enhances signal integrity, effectively reducing budget loss across the system.

Small footprint
Precise alignment for MT-MT ferrule
Mounting method to PCB board
12F and 24F
Available with HighDura technology for 
durability

MBMC MT Single 
Multi-Fiber

PCB Board
Mountable
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MBMC MT SINGLE MULTI-FIBER DATASHEETMulti-fiber, 1-port MT-MT connector
MBMC MT SINGLE CONNECTOR

Mechanical Data

Value

Durability 50 matings per GR-1435-CORE

Fixing Method M1 screw

Housing Material Type Plastic

Mechanical Data

Value

Operating Temperature (C) -40°C to +75°C

RoHS Compliance 2015/863 RoHS

REACH Compliance Yes

Humidity Resistance 95%

Environmental Data

Optical Data

Parameters

Singlemode

APC

Low Loss Standard

Typical Insertion Loss (dB)* 12-fiber 0.15 0.25

Max. Insertion Loss (dB)* 12-fiber 0.25 0.70

Typical Insertion Loss (dB)* 24-fiber 0.25 0.35

Max. Insertion Loss (dB)* 24-fiber 0.5 1.00
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MBMC MT SINGLE MULTI-FIBER DATASHEETMulti-fiber, 1-port MT-MT connector
MBMC MT SINGLE CONNECTOR

Connector Drawing

Front View Side View Top View

CODE FERRULE OPTION OPTION

MBMC-MT SL12 SM Low Loss 12 Fiber 01
SL24 SM Low Loss 24 Fiber
SS12 SM Standard 12 Fiber
SS24 SM Standard 24 Fiber
ML12 MM Low Loss 12 Fiber
ML24 MM Low Loss 24 Fiber
MS12 MM Standard 12 Fiber
MS24 MM Standard 24 Fiber

MBMC-MT SL12 01 ORDER CODE example

THIS PRODUCT MAY BE PROTECTED BY ONE OR MORE PATENTS. FOR FURTHER INFORMATION, PLEASE VISIT SENKO.COM/PATENTS

ORDERING
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NOTES:
ALL MATERIALS TO BE COMPLIANT TO RoHS, REACH SVHC AND UL 94 V-01.

MOUNTING HOLE DIMENSIONS
(INFORMATIVE REFERENCE)

For M1 Screw

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

A INITIAL RELEASE 12/9/2022 BEN LEE

B UPDATED PIN INFO
(3/7/2024 REISSUED WITH PN SCHEME UPDATED) 10/23/2023 Kai-Hei Chan

KEITH.C

ITEM NO. PART NUMBER DESCRIPTION QTY.

1 MT-01-XXXX-X MT FERRULE WITH FERRULE BOOT 2

2 701-PIN-G-XX-02 GENDER CHANGEABLE GUIDE PIN WITH 0.45mm END SLOT, SUS 2

3 MBMC-MT-HLD-01 ON BOARD MT HOLDER WITH WALL AND SCREW HOLE, TP 1

4 MBMC-MT-HCV-01 ON BOARD MT HOLDER COVER, TP 1

5 MT-CLIP-3-2 MT CLIP FOR 12, 24 FIRBER MT FERRULE, MTL 1

MBMC MT - FERRULE OPTION - OPTION

MBMC-MT -

SL12 SM LOW LOSS 12 FIBER

- 01

SL24 SM LOW LOSS 24 FIBER

SS12 SM STANDARD 12 FIBER

SS24 SM STANDARD 24 FIBER

ML12 MM LOW LOSS 12 FIBER

ML24 MM LOW LOSS 24 FIBER

MS12 MM STANDARD 12 FIBER

MS24 MM STANDARD 24 FIBER

GUIDE PIN TABLE
SENKO P/N GUIDE PIN P/N

MBMC-MT-SLXX-01 701-PIN-G-LL-02
MBMC-MT-SSXX-01

701-PIN-G-SM-02
MBMC-MT-MLXX-01
MBMC-MT-MSXX-01 701-PIN-G-MM-02

Sheet 1 

Material:

UNLESS OTHERWISE SPECIFIED:                                             
DEBURRS ALL SHARP EDGES. 
DIMENSIONS ARE AFTER FINISH.

Scale: Free

DWG# P-ENM20-149

MBMC-MT-XXXX-01Part Number:
Description: MBMC TOP COVER AND BOTTOM HOLDER ASSEMBLY

Drawn By: Checked By:Kai-hei Chan Paul Newbury
TOLERANCES: X. =±
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.XX =±
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SEE BOMAll Dimensions are in mm
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Note: 1. All dimensions are in mm 
           2. Specifications subject to change without notice

MBMC MT Single
Connector
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